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Instruction Sheet
ABT-600 Air Knife

Introduction

The SIMIAN ABT air blade series is unique in its kind, as these blades not only feature high blowing
power due to the dual flow on the central blade but also have the peculiarity of being easily applied

using two neodymium magnets and brackets that allow the blade to be oriented according to
various needs.

The design of these blades was conceived by SIMIAN in modules from which the multiple versions
ABT-400 and ABT-600 series were developed.

They are used as blowers to ventilate, channel, dry, and cool.

Installation, positioning and use

The SIMIAN ABT series of air knives must be powered by compressed air (max 7 bar) with a pipe
diameter of 10 mm.

We recommend filtering the compressed air using a 10-micron condensate filter with adequate flow
capacity.

Maintenance

The SIMIAN ABT-600 air blades have no moving parts, and maintenance is generally not required if
equipped with a filter. If performance decreases over time, a thorough cleaning of the object is
necessary.
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TECHNICAL SPECIFICATIONS

Maximum pressure: 7 bar
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	Manuale Istruzioni ABT-600 Lama D’Aria
	Introduzione
	La serie di lame d'aria SIMIAN ABT è unica nel suo genere, in quanto queste lame oltre ad avere caratteristiche di potenza di soffiaggio elevate grazie al doppio flusso sulla lama centrale, hanno la peculiarità di essere applicate facilmente grazie all'utilizzo di due magneti al neodimio e staffe che consentono l'orientamento della lama in base alle più svariate esigenze.  La progettazione di queste lame è stata concepita da SIMIAN in moduli dai quali sono nate le versioni multiple SERIE ABT-400 ABT-600. Vengono usate con la funzione di soffiatori per ventilare, convogliare, asciugare e raffreddare.

	Installazione, posizionamento e uso
	La serie di lame d'aria SIMIAN ABT devono essere alimentate ad aria compressa (max 7 bar ) con un tubo con diametro da 10 mm.  Consigliamo di filtrare l’aria compressa mediante un filtro anticondensa da 10 micron di portata adeguata.

	Manutenzione
	Le lame d'aria SIMIAN ABT-600 non hanno parti in movimento e la manutenzione non è normalmente richiesta se dotate di filtro.  Se con il tempo il rendimento diminuisce, è necessaria una pulizia completa dell’oggetto.

	CARATTERISTICHE TECNICHE
	Pressione massima consentita: 7 bar
	INLET PRESSURE D.10 MAX 7 BAR
	AISI 304
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