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Temperature function

Features

Power the control unit with 24 Volt DC.
The display will immediately show: temperature and humidity detected by the probe.
The XTRONIC 345C control unit is factory set with a relay trigger temperature of 36°C and relay
deactivation at 32°C.
A red LED indicates that the temperature relay is activated.

To change these parameters, proceed as follows.
1) Edit the 36°C setting (activation):
Press the T+ button for at least 3 seconds. The temperature will flash at 36°C. Use the T+ / T-
buttons to change this value. Wait about 6 seconds and the device will automatically return to the
home screen, saving the new setting.

2) Edit the 32°C setting (deactivation):
Press the T- button for at least 3 seconds. The temperature will flash at 32°C. Use the T+ / T-
buttons to change this value. Wait about 6 seconds and the device will automatically return to the
initial screen, saving the new setting.
N.B. If the solenoid valve does not activate, check that the “°C” symbol is not flashing
intermittently on the display.
If “°C” is flashing intermittently, press the (-) button for 1 second so that the “°C” symbol stops
flashing.

Power supply: 24V DC
Temperature range: -20°C / +60°C
Humidity range: 00% / 100%
Accuracy: 0.1 °C, 0.1% RH
Output type: relay max 10A 

High-precision XTRONIC 345 C control unit with temperature and humidity probe.
The temperature can be set using the T buttons (temperature +/-).

Instruction Sheet 
XTRONIC 345 C Control unit
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TECHNICAL SPECIFICATION

The humidity function is read-only.

Humidity function

RED LED
RELAY ACTIVATION
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